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DECLARATION OF PERFORMANCE - DOP NO.: 02/KMGI/IX/19(PF)
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LE GA L. Komite Akreditasi Nasional
Wood Lembaga Sertifikasi Sistem Mutu

Lembaga Verifikasi Legalitas Kayu

1. Identification Code : MULTI MARINE
2. Type Number : Hardwood Plywood 6.0 - 25.0 mm
3. Intended Use : Structural - External
4. Manufacturer : PT. KAYU MULTIGUNA INDONESIA
JL. SEGOROMADU | NO. 26
KEL. SEGOROMADU, KEC. KEBOMAS
GRESIK, 61101, EAST JAVA, INDONESIA
5. Authorized Representative : Not Applicable
6. System of assessment and verification
of constancy of performance T2+
7. Certificate of conformity of the Factory
Production Control Issued by : EXOVA BM TRADA (Identification No: 1224)
Clintern House, Stocking Lane
High Wycombe, Buckinghamshire,
HP14 4ND, UK
Certificate Number : 1224-CPR-1017
8. Declared performances : Harmonised technical specification
EN13986:2004
Essential Characteristics Performance Hacmanissa Techmical
Standard
Reaction to Fire D-s2,d0 (= 9mm) (< 9mm=NPD) EN 13986:2004 Tabel 8
Release of Formaldehyde El EN 13986:2004 Annex B
Class EN 636 - 3S
Content of pentachlorphenol PCP < 5 ppm EN 13986 part 5.18
Thermal conductivity (W/m.K) 0.13 EN 13986:2004 Tabel 11
Biological durability - class NPD EN 335/ EN 1099
Water vapour permeability ne Li EN 13986:2004 Tabel 9
70 200
Soued e ot EN 13986:2004 Tabel 10
absorption 1000 - 2000 Hz 0.30
Airbone sound issolation NPD EN 13986 part 5.10
Air permeability NPD EN 13986 part 5.20
Durability
Internal Bonding 1.56 EN 13986 part 5.4
Swelling in Thickness NPD EN 13986 part 5.5
ISTUr
mze:;alizﬁz;;‘ga:c;er boil test N/ i ENES06G parksn
Mechanical Kmod = NPD EN 13986 part 5.17
(duration of loading and creep) Kdef = NPD EN 335
; ; EN 13986 part 5.17
Biological NPD EN 335 P




PT. KAYU MULTIGUNA INDONESIA

PLYWOOD MILL & MOULDING
Headquarters & Factory : Jl. Segoromadu I No. 26 Kel. Segoromadu, Kec. Kebomas
Gresik 61101 Indonesia
Surabaya Office : JI. Kupang Indah XVIII No.3 Surabaya 60225 Indonesia
Phone : 62-31-7348882 (Hunting) Fax. 62-31-7349882 LVLK-002- DN Certificate No : VLK 00015
E-mail : kmgiexim@gmail.com kmgi_sby@yahoo.com

/" Indonesian —IMN

LEGAL Komite Akreditasi Nasional
Wood Lembaga Sertifikasi Sistem Mutu

Lembaga Verifikasi Legalitas Kayu

Bonding Strength Class 3 EN 314-2
Thickness (mm) 6.0 9.0 | 12.0 | 18.0 | 21.0 | 25.0

Mean of Bending Strength

0° (N/mm?) F35 F30 F35 F20 F15 F25 | EN 310:1993
90° (N/mm?) F40 F25 F30 F30 F40 F25

Mean of Modulus Elasticity

0° (N/mm?) E70 ES0 E70 E6O E4A0 E60 | EN 310:1993
90° (N/mm?) ES0 ESO0 E60 E60 | E100 | E100

Mean of Bonding Quality (N/mm?) | 1.3 1.4 1.8 1.4 1.3 1.5 | EN 314-1:2004
Mean of Moisture Content (%) 97 (930 | 104 | 983 | 90 | 10.4 | EN322:1993
Mean of Density (kg/m?) 5919 | 589.9 | 663.8 | 629.3 | 654.8 | 830.9 | EN 322:1993

9. Performance of the product :
The performance of the product identified in point 1 and 2 is in conformity with the declared
performance of point 8.
This declaration of performance is issued under the sole responsibility of the manufacturer identified

in point 4.
Indonesia, July 27, 2020
Acknowledged by, Reported by,
PT. KAYU IG;M\ INDOAESIE. /’/”ﬁ
(G
NUR THOIF RAHMAN RADI

Managenjent Representative QC Manager



