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COMFORT 15-14 BXA PM

Pumped liquid = Water
Liquid temperature during operation = 60 °C
Density = 983.2 kg/m³
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Description Value
General information:
Product name: COMFORT 15-14 BXA PM
Product No: 97916749
EAN number: 5710626363742
Technical:
Speed no: 1
Rated flow: 0.33 m³/h
Rated head: 0.78 m
Maximum head: 14 dm
TF class: 95
Approvals: CE,VDE,EAC,WEEE
Y = pump with built-in isolating
and non-return valves:

pump with built-in isolating and
non-return valves

Materials:
Pump housing: Brass
Pump housing: CuZn39Pb3, MS58
Impeller: Composite
Impeller: PES+30% GF
Installation:
Minimum ambient temperature: 0 °C
Maximum operating pressure: 10 bar
Type of connection: G
Size of connection: 1 inch
Pressure rating for connection: PN 10
Port-to-port length: 140 mm
Liquid:
Pumped liquid: Water
Liquid temperature range: 2 .. 95 °C
Selected liquid temperature: 60 °C
Density: 983.2 kg/m³
Electrical data:
Max. power input: 7 W
Mains frequency: 50 / 60 Hz
Rated voltage: 1 x 230 V
Current in speed 3: 0.07 A
Capacitor size - run: 0.6 µF
Enclosure class (IEC 34-5): IP44
Insulation class (IEC 85): F
Built-in motor protection: ELECT.
Thermal protec: Impedance protected
Controls:
Operation mode include: Temperature
Others:
Net weight: 1.18 kg
Gross weight: 1.28 kg
Shipping volume: 0.003 m³
Danish VVS No.: 380635120
Swedish RSK No.: 5803087
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